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SOLO - DIGITAL WIRELESS VIDEO SYSTEM

URBAN

SOLO Central Receiver

The domo SOLO Central Receiver system is a highly flexible
solution for use in permanent or temporary installed central receive
applications. The Central Receiver system is supplied with the
following flexibility:

e Four built in receivers

e Four way diversity

e Built in rebroadcast transmitter for down link (option)

e Built in ethernet for network connection (option)

e Rack mount or outdoor box for installation.

To enable law enforcement organisations and emergency services
to improve efficiency and safety in overt and covert surveillance
operations, the domo video microwave radio system is specifically
designed for the development of urban infrastructures. Its central
receivers allow 24x7 unattended operation and are supplied in
enclosures for ease of integration with other communication
peripherals.

The domo central receiver receives and decodes the transmissions
from up to four transmitters simultaneously. The transmissions are
received through one of four antennae typically mounted on the
four corners of the building for 360 degree omni-coverage.
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Thanks to domo microwave down-converters, the receive antennae
can be remotely located in optimal locations up to 50 metres away
from the Central Receiver base unit. Meanwhile, the base unit is
typically installed at a permanent elevated receive point, either
enclosed in an appropriate enclosure.

Onward distribution of up to four feeds from each remote site is
possible. Multiple video and audio outputs are typically viewed
locally or down-linked using the built-in rebroadcast transmitter to
the domo Down Link Receiver or through domo NETCRXIPUP
modular options designed for contended public or private networks.

The domo narrow bandwidth modulation offers unprecedented
spectrum efficiency, while also increasing the system sensitivity
and, therefore, range.

The Central Receiver and Down Link Receiver have comprehensive
On Screen Display diagnostic capability to show link quality and
spectrum and are equipped with video, two voice and data
channels. Security of transmission is ensured by the use of optional
AES128/256 bit encryption algorithms.
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